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Conservation Proposal

GHANTA GHAR

FLOOR PLANS
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Addition, alteration on walls
& floor

Cement plaster

Minor /Hairline cracks

Flaking of stone/plaster

Damaged masonry/floor

Debries/Malba/ Deposit

Structural cracks

Soot deposit

Blocked opening

Dampness

Damaged members

Vegetation
Missing elements

Earthfill

Missing plaster
exposing masonary
Buldging of Plaster/
Damaged Plaster

Water seepage

Microbiological
growth

Multiple layer of enamel
paint

LEGEND

1

0.5

0

1

3M

Refer item no.8.1 Providing and
laying Hand dressed  Sand stone
flooring.

Refer item no.8.2
Restoration/repairing  of  sand
stone  flooring of existing floors
including replacement/patch work
of damaged stone.

Refer item no.7.2.
Providing new decorative Stucco
work in lime, sand, Surkhi mortar,
thick as per existing design work/
traditional practices by skilled
craftsman

Refer item no.1.10.
De-vegetation from the
monuments by chemical injection

Refer item no.8.2
Restoration/repairing  of  sand
stone  flooring of existing floors
including replacement/patch work
of damaged stone.
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GHANTA GHAR

SECTIONS

Name of The Building :

Addition, alteration on walls
& floor

Cement plaster

Minor /Hairline cracks

Flaking of stone/plaster

Damaged masonry/floor

Debries/Malba/ Deposit

Structural cracks

Soot deposit

Blocked opening

Dampness

Damaged members

Vegetation
Missing elements

Earthfill

Missing plaster
exposing masonary
Buldging of Plaster/
Damaged Plaster

Water seepage

Microbiological
growth

Multiple layer of enamel
paint
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Refer item
no.1.7 Careful
dismantling of old
lime-plaster/cem-
ent plaster

Refer item
no.4.6
Consolidation of
Lime plaster with
grouting .

Refer item
no.10.1 Repair of
existing sandstone
chajja.

Refer item
no.1.11 Carefully
removal of
additional/dama-
ged /cemented
jaal.

Refer item
no.1.10
De-vegetation
from the
monuments.

Refer item
no.1.6 Carefully
scrapping and
removing of
multiple layers of
white wash
enamel  paint .

Refer item
no.6.2 Providing
and fixing new
doors, windows
and ventilators
shutters of 1st
class  well seas-
oned.

Refer item
no.1.12 Carefully
removing multiple
layers of white
wash enamel
paint from stone/
decorative
columns.

Refer item
no.10.3 Repair of
existing  hanging
decorative stone
brackets.

Refer item
no.1.8 Providing
and fixing  1st
class well
seasoned and
chemically treated
Teak wood work
in frames of
doors, windows, .

Refer item no.8.3 Decorative plaster
work in lime surkhi mortar (1:2) as per
traditional practice and design, the
mortar should be prepared by the
grinding mill only. The thickness varying
from 10mm to 100mm as per design.

Refer item no.10.6
Restoration of
traditional  Watch
exist in the building
tower

Refer item no.8.4 Providing lime
kara on decorative/ornamental
surfaces or embellishments as per
decorative /ornamental.

Refer item no.8.3.
Decorative plaster  work in
lime surkhi mortar as per
traditional practice and design

Refer item no.4.6 Consolidation of
Lime plaster with grouting .

Refer item no.10.1 Repair of
existing sandstone chajja.

Refer item no.8.3 Decorative plaster
work in lime surkhi mortar as per
traditional practice and design, the
mortar should be prepared by the
grinding mill only.
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