RCC Slab with
Manhole Cover &
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RAIN WATER HARVESTING RECHARGE PIT
(CROSS WAVE TECHNOLOGY)
10.0mx10.0mx2.0m=200 cum

MS / PVC CAP
150mm Dia

MS / PVC CAP
150mm Dia

CC =):2:4

Brick Masonary Silt Chamber
of 1.20mX0.90mX1.20m Depth

100mm _Thick
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PVC Cl pe
(Plain) 150mm Dia

ravel packing

Boring by machine
300mm Dia

PVC CM Pipe
(Plain) 150mm Dia

Gravel packing

Boring by machine
300mm Di

UPVC RMS Plpe

UPVC RMS Pipe
(Slotted) 150mm Dia

(Slotted) 150mm Dia

Water
percolates

Water
percolates

Bore
(4 Nos. Typlcal)

S / PVC Ball Plug MS / PVC Ball Plug
150mm Dia 150mm Dia

Rain Water Harvesting
Recharge Pit

Cross Section View
10.0mx10.0mx2.0m=200Cum

Pure Rain Fllter
800mm helight

RAIN WATER HARVESTING RECHARGE PIT
(CROSS WAVE TECHNOLOGY)
10.0mx10.0mx2.0m=200 cum
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Brick Masonary Silt Chamber
of 1.20mX0.90mX1.20m Depth

Pure Rain Fllter
800mm height

Brick Masonary Silt Chamber
of 1.20mX0.90mX1.20m Depth

uPVC pipe
300mm Dia
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400gsm FRP Inspection
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2 layer (2 Nos. Typicdl) (4 Nos. Typical)

uPVC pipe
300mm Dia

Pure Rain Fllter
800mm height

uPVC pip:
300mm Dia

uPVC pip

300mm Dia
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Water Recharge Tank
Top View
10.0mx10.0mx2.0m=200 Cum




